L
ﬂlkeﬂ' RESO Luxury Resitient Tite & Plank

Types & Sizes

Standard &" X 3" Dry back Thickness/Wear Layer: 2.0mm/0.3mm

2.5mm/0.55mm
Standard 5.75" X 35.75" LVT Click System Thickness/Wear Layer: 5.0mm/0.3mm
Special order sizes available in

6" X AB", 7.25V X 48", 9" X 48"

STONE

Standard 18" x 18"
Special order sizes are available in 12" X 24"

Thickness/Wear Layer: 2.5mm/0.55mm

ABSTRACT PATTERN

Standard 18" x 18"
Special order sizes are available in 12" X 24"

Thickness/Wear Layer: 2.5mm/0.55mm

Allow 8-10 weeks for special orders.

Special order wear layers - 0.1mm, 0.2mm, 0.7mm, 1.0mm

Special order emboss, Emboss-In-Register|EIR)and beveled edges available upon request.
Custom colors available upon request.

Test data table Riketiseal Surface Technology

Test item Test method Requirement Verdict
. " A tolerance of 10.01&in./lin.F.
Size ASTM F2055-10 (0.4mm/305mm)| Pass
Thickness ASTM F38é-11 A tolerance of +0.005in.{0.13mm) Pass
squarensss ASTM F2055-10 Maximum 0.010in.{0.25mm) Pass
Test load: 140 b
Foot: @0.18"
Residual Indentation fime:10min
indentation ASTM F1914-11 Recovery time: 40min Pass
Average residual indentafion=8%
Max residual indentation=10%
s Mo crack or break when using
Flexibility ASTM F137-13 O oo Pass
. . o Mo greater than 0.020in./lin.F.
Dimension Stability ASTM F2199-09 (0.51mm/205mm] Pass
: Mo more than a slight change in
Resistance fo ASTM F925-13 surface dulling.surfoce attack or Pass
Chemicals -
staining
: AE® shall not greater than 8.0
Resistance to Heat ASTM F1514-13 after 7 days exposure to 158°F Pass
: : AE® shall not greater than 8.0
Resist to Light 9
esislance 1o Lig ASTM F1515-08 after a 300h exposure Pass
Crifical Radiant Flux ASTM E 648 Class 1 Pass
Smoke Density Specific
Optical Density ASTM E 662 <450 Pass
Static Load Lirnit ASTM F 370 250 |bs Pass

— Multiple layers of clean, solid resilient polymers
are pressed together to form a dimensionally
stable core and backing layer designed fo
withstand heavy traffic and rolling loads.

Fiber Glass Reinforced Stabilizing Layer:
Provides excellent dimensional stability under
exireme traffic and varied femperaiure
conditions. A fiberglass reinforcing layer

is standard in all click products.

——— High RESCHution printed film delivers the
look and feel of Mature's finest Woods,
Stones and Abstract Designs.

long term wear and consistently sharp visual
image RESCHution. Special order wear layers
are available upon request, including
Emboss-in Register(EIR).

Hand Scraped and micro beveled edges.

Rikettseal™ enhanced commercial grade UV
cured polyurethane coating for low cost.
no wax. easy maintenance.

Environmental Feature:

Rikett RESO is manufactured using:

*100% virgin vinyl

*Mo unknown recycled content

“Mo Formaldehyde

*Mo harmful phthalates

*Up to &% Bio-Based content based on gauge and wear layer

ISC 14001 and ISO 9001 Certified Manufactunng Facility
MR - 2 - Rikett Reso is 100% recyclable

IEG - 4.1 - Low VOC adhesive

[Exceeds SCAQMCD and Bay Area requiremenits)

IEQ - 4.2 - Low VOC sealer or finish

IEQ - 4.3 - Low VOC Hooring material

[CA#1350-meets VOC requiremenfs for USGBC LEED v4)
34 party Cerfified Green

Rikett Reso is available as a glue-down product in all
thicknesses and sizes. It is also available in 4mm and 5mm with
a Unilin Click system.

Custom patterns & colors are available for minimum order
quantities. Please inguire at www.rikett.net

For the maost up-to-date information regarding all of Rikett's
products, please visit our website at www.rikett.net
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Clear resiient wear layer designed for durable,
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WOOD Luxury Resilient Tile & Plank WOOD Luxury Resilient Tile & Plank
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Aspen 7110 Rainier Cherry 7101 Scandinavian Maple 7111 African Walnut 7105

Traditional Cherry 7106 Sawcut Chemnry 7109 Sawcuf Amazique 7112 Reclaimed Pine 7117

Brazilian Cherry 7103 North American Cherry 7102 Silver Greywood 7115 English Oak 7107
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African Green Teak 7114 Merbau 7113 Ann Arbor Oak 7116 Ebony 7108




s TONE Luxury Resilient Tile & Plank s TONE Luxury Resilient Tile & Plank

Warm Travertine 7208 Smooth Beige 7211 Graystone 7206 Taupestone 7207

HC2184-5 HCZLE4-5

Warm Concrefe 7213 Cool Concrete 7214 Cool Traverfine 7209 Tarpe Linen 7216

HC2182-8

Light Soapstone 7204 Dark Soapstone 7205 Smooth Gray 7212 Grey linen 7215



s TONE Luxury Resilient Tile & Plank

Monterey Slate 7203 Appalachian Slate 7202

Onyx 7210 Lonestar Slate 7201

INTERLOCK

Sugar Maple 7104

> 50mm
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